
RVD 5-5-1

MICROBLOC 
for Low Speed

Production



5 Heads Rinsing Unit
5 Valves FILLER

Single-head CAPPER
Machine Configuration





Rinser

In accordance of your needs, the machine can be supplied 

WITH or WITHOUT the In-Line Rinsing Unit, suitable for air 
or water treatment. Available also the recirculation system-





Filler & Capper

Filler and Capper are assembled around only one star, 

which can be easily removed and reassembled to change 

the bottles formats, both round and square bottles can be 

removed from one station to the next this enabling perfect 
synchronisation between the filling and capping station.





Filling Valves

Machine supplied with the Descending Valves system. In 
the central star is assembled the 5-valves filling Unit with 
pressure system suitable to handle GLASS and PET bottles.



Capper

In the central star, after the filling unit, it assembled the single-head Capper, suitable 
in different configuration, with or without PICK & PLACE system, suitable to handle 
ROPP, GULA, T-CORK, PLASTIC CAPS.



Compact Design for 
Craft Production with 
easy bottle changeover 

Small Machine with competitive 
Price but with the same

Hi-technology of the larger one



Loading 

Table

RINSER

FILLER + 

CAPPER

LABELER
Unloading

Table5 MT

4 MT

800 / 1.000 

Bottles per Hour

Filling Line

Layout
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